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FOREWORD 
Federal Lands Highway (FLH) is responsible for design and construction of roadways in rugged, 
mountainous terrain.  MSE walls are frequently used to accommodate widening of existing roads 
or construction of new roadways.  However, in steep terrain, excavation is required to establish a 
flat bench on which to construct the MSE wall.   
 
Shoring has often been employed to stabilize the backslope (or back-cut) for the MSE wall, and 
an MSE wall has been designed and constructed in front of it.  Where a shored MSE  wall system 
is determined to be the best alternative for wall construction, design of the MSE wall component 
should take into consideration the retaining benefits provided by the shoring component, as well 
as the long-term behavior of each individual wall system.  The purpose of this design guideline is 
to serve as the FLH standard reference for highway projects involving shored MSE walls.   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Notice 
This document is disseminated under the sponsorship of the U.S. Department of Transportation 
in the interest of information exchange. The U.S. Government assumes no liability for the use of 
the information contained in this document. This report does not constitute a standard, 
specification, or regulation. 
 
The U.S. Government does not endorse products or manufacturers. Trademarks or 
manufacturers' names appear in this report only because they are considered essential to the 
objective of the document. 
 

Quality Assurance Statement 
The Federal Highway Administration (FHWA) provides high-quality information to serve 
Government, industry, and the public in a manner that promotes public understanding. Standards 
and policies are used to ensure and maximize the quality, objectivity, utility, and integrity of its 
information. FHWA periodically reviews quality issues and adjusts its programs and processes to 
ensure continuous quality improvement. 
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SI* (MODERN METRIC) CONVERSION FACTORS 
APPROXIMATE CONVERSIONS TO SI UNITS 

Symbol When You Know Multiply By To Find Symbol 
LENGTH

in inches  25.4 millimeters mm  
ft feet  0.305 meters m  
yd yards  0.914 meters m  
mi miles  1.61 kilometers km 

AREA
in2 square inches  645.2 square millimeters mm2  
ft2 square feet 0.093 square meters m2  
yd2 square yard  0.836 square meters m2  
ac acres  0.405 hectares ha  
mi2 square miles  2.59 square kilometers km2 

VOLUME
fl oz fluid ounces  29.57 milliliters mL  
gal gallons  3.785 liters L  
ft3 cubic feet  0.028 cubic meters m3  
yd3 cubic yards  0.765 cubic meters m3 

NOTE: volumes greater than 1000 L shall be shown in m3 
MASS

oz ounces  28.35 grams g  
lb pounds  0.454 kilograms kg  
T short tons (2000 lb)  0.907 megagrams (or "metric ton") Mg (or "t") 

TEMPERATURE (exact degrees)
°F Fahrenheit  5 (F-32)/9 Celsius °C 

or (F-32)/1.8 
ILLUMINATION 

fc foot-candles  10.76 lux lx  
fl foot-Lamberts  3.426 candela/m2 cd/m2 

FORCE and PRESSURE or STRESS 
lbf poundforce  4.45 newtons N  
lbf/in2 poundforce per square inch  6.89 kilopascals kPa 

APPROXIMATE CONVERSIONS FROM SI UNITS 
Symbol When You Know Multiply By To Find Symbol 

LENGTH
mm  millimeters  0.039 inches in  
m  meters  3.28 feet ft  
m  meters  1.09 yards yd  
km kilometers  0.621 miles mi  

AREA
mm2  square millimeters  0.0016 square inches in2 
m2 square meters  10.764 square feet ft2 
m2 square meters  1.195 square yards yd2  
ha hectares  2.47 acres ac  
km2  square kilometers  0.386 square miles mi2  

VOLUME
mL  milliliters  0.034 fluid ounces fl oz  
L  liters  0.264 gallons gal  
m3 cubic meters  35.314 cubic feet ft3 
m3  cubic meters  1.307 cubic yards yd3  

MASS
g  grams  0.035 ounces oz  
kg  kilograms  2.202 pounds lb  
Mg (or "t")  megagrams (or "metric ton")  1.103 short tons (2000 lb) T  

TEMPERATURE (exact degrees) 
°C Celsius  1.8C+32 Fahrenheit °F 

ILLUMINATION 
lx  lux  0.0929 foot-candles fc  
cd/m2  candela/m2  0.2919 foot-Lamberts fl  

FORCE and PRESSURE or STRESS
N  newtons  0.225 poundforce lbf  
kPa kilopascals  0.145 poundforce per square inch lbf/in2 
*SI is the symbol for the International System of Units. Appropriate rounding should be made to comply with Section 4 of ASTM E380.  
(Revised March 2003) 
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